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ATIG400
TIG INVERTER (380/525V)
Product Code: 00039261 (Aircooled) or  
      00039268 (Water-Cooled)

The ATIG 400 is a digital inverter offering high frequency DC Tig or lift start Tig 
for those critical GTAW applications. Ideally suited for both site and fabrication 
applications, this machine is easy to use and produces exceptional weld quality 
and unmatched ARC stability with a 60% duty cycle@400Amps @40°C, as 
well as multiple input voltage of 380V/525V. This unit is built for construction 
and maintenance sites and boasts a 3 year warranty to match.

ATIG 400 | TIG INVERTER

3

P

A
RTS & LABOU

R

Y
E

A
RS WARRAN

T
Y

ISO 9001

SPECIFICATIONS

ATIG 400

WELDING TYPE SMAW/GTAW

INPUT VOLTAGE RANGE (VAC) 380 / 525

INPUT VOLTAGE RANGE SELECT (VAC) AUTO-SELECT

INPUT CURRENT MAX (A) 29 / 21

PHASE INPUT & FREQUENCY 3 PH - 50/60 HZ

CURRENT ADJUSTMENT RANGE (A-DC) 20 - 400

DUTY CYCLE 400A @ 60%

DUTY CYCLE 310A @ 100%

FULL LOAD EFFICIENCY 89%

REQUIRED INPUT POWER (NETWORK) 28 KVA

REQUIRED INPUT POWER (GENERATED)(FULL CAP) 60 KVA

OPEN CIRCUIT VOLTAGE (OCV) (MIG) N/A

OPEN CIRCUIT VOLTAGE (OCV) (MIG) N/A

OPEN CIRCUIT VOLTAGE (OCV) (MMA) 20 VDC

ARC-SAFE FACILITY (VRD) STD

PROTECTION CLASS IP23S

WORKING TEMPERATURE (ºC) - 10-+40

DRY WEIGHT (KG) 43

SIZE (CM) L X W X H 58 X 30 X 51

INPUT CIRCUIT BREAKER (MACHINE) 40 A / 3PH

INPUT POWER CABLE BLACK (MM2 ) 4C x 4 x 3M

REQ INPUT POWER CABLE EXT (MM2 ) 4C x 10 x 20M

ELECTRODE SIZE MM (MIN/MAX) -

WATER COOLER

POWER SUPPLY 380V

FLOW RATE MAX 3L/MIN

TANK VOLUME 5L

FEATURES

• DC OUTPUT
• 2 STEP /4 STEP /SPOT WELDING
• ARC FORCE ADJUSTMENT
• SELF-DIAGNOSTIC FUNCTION WITH ERROR CODE DISPLAY
• HIGH FREQUENCY ARC START
• LIFT START TIG
• HAND / FOOT CONTROL
• 60% DUTY CYCLE @ 400 AMPS
• RAMP UP AND CRATERFILL CAPABILITIES

OUTPUT RANGE

20 - 400 Amps

DIMENSIONS L X W X H
380 x 300 x 510 mm

DRY WEIGHT

43kg

APPLICATIONS

• Maintenance and repair
• Process plant construction
• Pipeline industry
• Construction
• Fabrication
• Mining
• Shipbuilding
• Petrochemical

WELDING PROCESS

GTAW / SMAW / GOUGING

3 PHASE
POWER

50 HZ/60 HZ
380V/525V ±20%Input

DC/CCOutput
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Model Description 

Trolley Trolley, UNI-Trolley

Description 

UNI-RC 25 (25 Meters)

UNI-RC 50 (50 Meters)

Description 

GOUG-K4000

TROLLEYREMOTE CONTROL GOUGING TORCH

ADDITIONAL ITEMS

ATIG 400 | TIG INVERTER

Model Description 

PRO26A 200A 8M TIG TORCH

PRO20A 250A 8M TIG TORCH

PRO18A 350A 8M TIG TORCH

UNIARC TORCHS

WHAT’S INCLUDED
ATIG400 - Water-cooled configuration | Ready to weld
Product Code: 00039268 (With trolley)

Code Qty. Description

37177 1 ATIG400I WATERCOOLED WITH TROLLEY 400AMPS 
DC HIGHFREQUENCY ARCSAFE

38742 1 UNIARC PRO18W 350A 8M  TIG TORCH ATIG400

21515 5 COLLET BODY 2.4MM 10N32 SR17/18/26 PAR 
7010196

21494 5 COLLET 2.4MM 10N24 SR17/18/26 PAR 7020009

23978 5 CUP GASKET PAR 18CG

22066 5 CERAMIC CUP 3/8 10MM PAR 10N48

16473 1 BACK CAP LONG 57Y02

26103 10 THORIATED TUNGSTEN RED 2.4MM

21646 1 EARTH CLAMP 500AMP G TYPE UNI WEC-G500A

21233 5 WELDING CABLE 50MM RED

21687 1 WELDING LUG 50 X 12 LUG7012

 3 GAS HOSE

24176 1 FLOWMETER CP 351

39263 1 DROMEX UNIARC SKULL CAP

ATIG400 - Air-cooled configuration | Ready to weld
Product Code: 00039261

Code Qty. Description

26497 1 ATIG400 400AMPS 380V/525V UNI-ATIG400

38741 1 UNIARC PRO26A  200A 8M  TIG TORCH ATIG400

21515 5 COLLET BODY 2.4MM 10N32 SR17/18/26 PAR 7010196

21494 5 COLLET 2.4MM 10N24 SR17/18/26 PAR 7020009

23978 5 CUP GASKET PAR 18CG

22066 5 CERAMIC CUP 3/8 10MM PAR 10N48

16473 1 BACK CAP LONG 57Y02

26103 10 THORIATED TUNGSTEN RED 2.4MM

21646 1 EARTH CLAMP 500AMP G TYPE UNI WEC-G500A

21233 5 WELDING CABLE 50MM RED

21687 1 WELDING LUG 50 X 12 LUG7012

 3 GAS HOSE

24176 1 FLOWMETER CP 351

39263 1 DROMEX UNIARC SKULL CAP

Air-cooled 
configuration
00039261

Water-cooled 
configuration
00039268

UNIARC PRO WELDING JACKET

Description 

Flowmeter & Gas hose - Please specify gas as well as length 
of Gashose

Description 

Earthclamp and cables - Please specify length and 
amperage required

Size Breakdown

40689 SMALL

40690 MEDIUM

40691 LARGE

40692 EXTRA LARGE

40693 2XL

40694 3XL

FLOWMETER & GAS HOSE ELECTRODE HOLDER WELDING HELMET

Code Model Description 

36944 ADF815S TM16 BLUE TM16-ADF815S B

36945 ADF815S TM16 BLACK AND WHITE TM16-ADF815S BW

36946 ADF725S M17 GLOSS BLACK TM17-ADF725S B

36947 ADF725S TM17 RED TM17-ADF725S R

40961 TM1000 TM1000 BLACK FLIP FRONT AUTO DARKENIG HELMET 

16221 WC715 UNIARC WELDCREW AUTO DARKENIG HELMET

41826 NECK PROTECTION TECMEN NP003

41827 HP011-B EXTENDED HEAD PROTECTION TECMEN HELMETS

36944

36946

36945

36947

40961

16221

41826 41827


